- g Serviees

Wash

Eco Wash(LOA)
Our famed basic deck

wash. Seasonal
customers know it well!

Tuff Scrub (LOA)

Combo of light bleach
and concentrated deck
wash for tough jobs

Wash N! Wax (LOA)

A special formula "to
deliver a gloss to your
decks Pnish.

Acid Wash (LOA)

Decks with rust and
excessive yellowing get
a chemical treatment

Lockers/Lazarettos (EACH)

Emptied,scrubbed and
re-organized

Deck Accessories (EACH)

Fenders,Tables, Chairs,
Life Jackets scrubbed
clean.
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Cleaner Wax (LOA)

Our Basic Polish for well
maintained vessels only.

Restorer Wax (LOA)

Mild oxidation will
require a restorer
compound

Liquid Cutting Compound (LOA)
This 600 grit liquid
compound removes

material at high speed

Second Cut (LOA)

At 800 grit this
compound brings the
raw gloss back

Finishing Cut (LOA)

A 1000 grit compound
gives a high gloss to
awl grip and colored gel
Pure Wax Coat (LOA)

The true Pnish coat to
provide UV protection.

Universal Stone Polish (LOA)

100% Eco-power polish,
delivered by hand to all
gelcoat, metal and glass

¥All areas stem to stern above the deck-line :
Including the aft deck, cockpit and transom

¥Vessels with additional decks above; e.g. Ry-
bridges will be billed at additional 50 % LOA

Degails

Wood Strip(HR)

We take it down to raw
wood with stripper and
sanding back to 220 grit.

Wood prep(HR)

This is a teak wash to
remove any contaminants
before treatment.

Oil Treatment(HR)

Teak oil treatment of 2
coats provides a natural
glow.

Cetol Treatment(HR)

We apply Cetol by
specibc request only.
Flat or Gloss

Varnish Treatment(HR)

Your brand applied;1 base
plus 3 coats Is best

Clearing(HR)
Removal of damaged gelcoat

Matching(HR)
Filling(HR)
Application of fresh gel

Wet Sand Finishing(HR)
Fairing to blend repair surface
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Complete interior(LOA)

All visible interior
surfaces wiped and
trash removed

Carpeted Interior(LOA)

All movable furniture
will be moved to be
thorough

Bilges (LOA)

Full rinse at every
access and extraction
after scrubbing clean
Engine Room(per engine)
All surfaces degreased,

rinsed and wiped dry. |
ONota mechanical serviceO

Cupboards/Fridges (EACH)

Emptied,scrubbed and
re-organized

Universal Stone Polish (EACH)

All visible gelcoat, glass
and metal polished

¥ All areas stem to stern beyond the
companionway including heads and galley.

¥Shampoo and Steam services include a
complete interior cleaning.

Snmimesy Sheay

Dry Shampoo(LOA)
A thorough carpet Pber
scrub leaving no moisture.

Steam Clean (LOA)
Powerful hot steam clean
with special formula to
scotch guard.

Piecework(each)

Stairs, cushions, mats
drapes..etc, receive shampoo
and steam treatment.

Minimum Charge*

For piecework a
minimum charge is
applicable.
Waterproobng
PTEFwaterproobng

applied to canvass
pleces .

Concrobium

A mould abatement
solution applied to the
entire vessel. Full service
cleaning included 24-48
hours after.




¥Hull is considered the deck-line to the

Bottom Services and Liquid cut service are

not available in water

Bottom

Eco Hull Wash(LOA)

Stem to stern we Roat,
hang, reach and Rip/turn
the boat to get her clean.

Wash n!Wax (LOA)

A special formula to
deliver a gloss to your
hull Pnish.

Awl Wash (LOA)

Our hull wash with a special
formula for awl-grip Pnishes

Awl-Care (LOA)

This sealer gives awl-grip
Pnishes extra protection

Foul Line (LOA)

This visible foul above
and below the water line.
Add to any hull wash.

Safeties and Rub rail (LOA)

Plastic and rubber wiped
with acetone and
protected.

Cleaner Wax (LOA)

Our Basic Polish for well
maintained vessels only.

Restorer Wax (LOA)

Mild oxidation will
require a restorer
compound

Liquid Cutting Compound (LOA)

This 600 grit liquid
compound removes
material at high speed

Second Cut (LOA)

At 800 grit this
compound brings the
raw gloss back

Finishing Cut (LOA)

A 1000 grit compound
gives a high gloss to
awl grip and colored gel
Pure Wax Coat (LOA)

The true Pnish coat to
provide UV protection.

Universal Stone Polish (LOA)

100% Eco-power polish,
delivered by hand to all
gelcoat, metal and glass

Acid Wash(LOA)
Hydrochloric acid is
applied by hand to
remove foul

Acid Pass(LOA)
Additional acid required
for excessive foul or
foul line alone

Cutting(LOA)

Painters tape applied to
waterline, drives, propshafts
and through hulls..etc

Surface Prep for Anti foul(LOA)

Entire anti-foul surface
sculed. Finished with a
solvent wash.

Apply Anti-Fouling(LOA)

Each coat applied to
bottom. Cost of anti foul
paint not included.

ON Trailer(LOA)

Add on for any bottom
service on a trailer.

** IN Water(LOA)

Add on for any hull service
performed in water

Ground Sheeting(EACH)

Tarp Placed under Cradle
for bottom services




